
CA

MEDIA FILTER

CA Media Filter

Premium 10 lateral under drain designed 

for low pressure loss which requires less 

power consumption for optimal flow rates

Unique under drain ensures effective 

backwashing in less time saving water

Fully injection moulded for high strength 

and longer life

Suitable for Sand, Viron Glass and other 

filter media

Unique lock ring secures valve in just 

seconds and enables faster and lower 

cost maintenance and installation
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AstralPool CA Media Filter

The AstralPool CA Media Filter produces crystal clear 

ZDWHU� XVLQJ� ÀQH� VDQG� RU� UHF\FOHG� FUXVKHG� JODVV�
PHGLD�DV�WKH�ÀOWHU�PHGLXP��(DFK�ÀOWHU�LQFRUSRUDWHV�
an engineered multiport valve to direct the water 

ÁRZ�DQG�PLQLPLVH� WKH� UHVLVWDQFH� WKURXJK� WKH�ÀOWHU��
making the CA Media Filter ideal for today’s energy 

HIÀFLHQW�KLJK�SHUIRUPDQFH�SXPSV��

 

The CA range represents the largest investment 

LQ� GHVLJQ� DQG� SURGXFWLRQ� IRU� DQ\� UHVLGHQWLDO� ÀOWHU�
range using high quality hardened steel tooling to 

produce high tolerance, high strength tanks which 

SURYLGH� WKH� ORQJHVW� WURXEOH� IUHH� OLIH�DYDLODEOH�� 7KLV�
high tolerance enables the screw on lock ring to 

secure the multiport valve along with self sealing 

barrel unions which enable fast, simple installation,  

HDV\�VHUYLFH�DQG�DFFHVV�WR�WKH�ÀOWHU�PHGLD�LQ�IXWXUH�
\HDUV��

 

/RZ� UHVLVWDQFH� WR� ZDWHU� ÁRZ� PHDQV� OHVV� HQHUJ\�
UHTXLUHG�E\� WKH�SXPS�DQG�SRZHU� VDYLQJV� WR� \RX��
Simple and easy installation means lower installation 

AstralPool’s CA Media Filter is 100% designed and made in Australia from 

WKH�PRVW� DGYDQFHG� LQMHFWLRQ�PRXOGLQJ� DQG�DVVHPEO\� SURFHVV� RI� DQ\� ÀOWHU����
(QJLQHHUHG�DQG�GHVLJQHG�IRU�KLJK�VWUHQJWK�� ORQJ�OLIH��RSWLPDO�ÁRZ�UDWHV�DQG�
HDV\�LQVWDOODWLRQ�DQG�VHUYLFH�WKH�&$�0HGLD�ÀOWHU�UDQJH�SURYLGHV�WKH�EHVW�YDOXH�
IRU�PRQH\�DQG�LV�GHVLJQHG�IRU�WRXJK�$XVWUDOLDQ�FRQGLWLRQV�

DQG�PDLQWHQDQFH�FRVWV��+LJK�TXDOLW\�FRPSRQHQWV�
VXFK�DV�WKH�RLO�ÀOOHG�SUHVVXUH�JDXJH��FRUURVLRQ�IUHH�
clamp band and valve connections, and fast 

GUDLQLQJ�RI�ZDWHU�DQG�ÀOWHU�PHGLD�IRU�PDLQWHQDQFH�
mean the CA range is economical and easy to 

PDLQWDLQ�DQG�VHUYLFH�IRU�WKH�OLIH�RI�WKH�SURGXFW�

AstralPool CA Sand Filters are perfect to combine 

ZLWK�9LURQ�*ODVV�ÀOWHU�PHGLD�IRU�FOHDQ��KHDOWK\�DQG�
VSDUNOLQJ�SRRO�ZDWHU��

 

MoDELS

The CA range is available in 3 models complete 

with 6 way multiport valve, pressure gauge and air 

UHOHDVH��EDUUHO�XQLRQV�DQG�EDFNZDVK�VLJKW�JODVV��

 

WARRAnTy

(DFK�ÀOWHU�LV�FRYHUHG�E\�D�OLPLWHG����\HDU�ZDUUDQW\�
on the tank and 12 month warranty on the 

YDOYH� DQG� LQWHUQDOV�� )RU� PRUH� LQIRUPDWLRQ� JR� WR� 
DVWUDOSRRO�FRP�DX

Model Tank 

Diameter

Filter 

Area

Port 

Size

6 Hour

Turnover

8 Hour

Turnover

Sand 

Required

Course 

Glass

Fine 

Glass

CA280 665mm �����6T�0 40 mm 100,800 ltrs 134,400 ltrs 120 kg 3 Bags 5 Bags

CA340 742mm �����6T�0 50 mm 115,200 ltrs 153,600 ltrs 150 kg 4 Bags 6 Bags

CA400 816mm �����6T�0 50 mm 144,000 ltrs 192,000 ltrs 200 kg 5 Bags 7 Bags

Model Height Width Shipping Weight

CA280 106 cm �����FP 20 kg

CA340 ������FP �����FP 22 kg

CA400 �����FP �����FP 28 kg
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